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English 

Overview 

Thank you for your purchase of an MC-EU I Remote Cord. This cord, with its built- 
in interval timer allows you to control the camera from any distance within the 
length of the cord, not only for standard shooting operations but also for interval 
photography and playback. Be sure to read the optional accessories section of the 
instruction manual provided with your COOLPIX digital camera in order to confirm 
that this product is for use with your camera. Your camera's USB/Serial connector 
and the parts of the MC-EU I are shown in Figure I on the front of this sheet. 

Precautions for Use 

1 . Remove the battery if you will not be using the product for a long period of 
time. Leaving the battery in place for long periods could cause it to leak. 

2. If the MC-EU I remote cord, or the camera connected to the remote cord can 
not be turned on, then the battery is exhausted and should be replaced. 

3. If the LCD display becomes faint or disappears when the LCD illuminator 
button is pressed, then the battery level is low. 

4. The remote cord battery will be drained whenever the cord is attached to a 
camera, whether or not the camera is turned on. Disconnect the camera from 
the remote cord when not in use. 

5. Do not apply excessive force to the battery chamber Failure to observe this 
precaution could damage the product. 

6. Do not connect or disconnect the remote cord while the camera is on. Failure 
to observe this precaution could result in malfunction. 

7. To prevent camera malfunction, be sure that the cord is properly connected, 

8. When devices that emit electromagnetic radiation or noise, such as cellular tele- 
phones, are in the immediate vicinity, communication between the remote cord 
and the camera may be disrupted, causing the camera to stop responding to 
remote cord operations. Repeat the operation after turning the camera off briefly. 

9. The connection between the remote cord and the camera does not include a 
locking mechanism. The remote cord may become disconnected from the 
camera should you pick up the camera while holding the remote cord, or if you 
subject the remote cord to a blow or shock, 

10. If you are using a high-capacity memory card in the camera, the camera may 
take some time to respond to operations performed using the remote cord. 

1 I. The remote cord does not function when the camera is set to Movie, 

Continuous, or VGA Sequence. 
1 2. The remote cord can not be used to zoom the camera in or out in interval mode. 

Use the camera zoom buttons to zoom in or out, or switch to remote mode, 
I 3. Keep the camera's LCD monitor turned on while using the remote cord. 
14. Adjust interval mode settings only when the camera is in recording mode. 

Setup 

1 . Open the battery chamber by rotating it in the direction of the arrow in Figure 2a. 

2. Insert a CR2032 lithium battery oriented as shown by the "+" and "-" marks 
inside the battery chamber (Figure 2b) and close the battery chamber (Figure 2c). 

3. After turning the camera off, fully insert the remote cord plug into the camera's 
USB/serial connector The camera may malfunction if the plug is not fully inserted. 

4. Turn the camera on. 

5. Press the remote cord shutter-release button halfway. The remote cord fea- 
tures a two-step shutter-release button. Pressing the button to the first step 
activates communication with the camera, making it ready for use. 

Basic Operation 

• The remote cord's LCD display shows current settings for the remote cord, to- 
gether with camera status (Figure 3). While data are being recorded to the camera's 
memory card, the message *Busy will be displayed. The display is equipped with 
an illuminator that lights up by pressing the illuminator button. The display re- 
mains blank when the remote cord is not connected to the camera. 

• The remote cord has three operating modes: a "remote mode" used when con- 
trolling the camera at a distance, and two "interval modes" (Interval Mode A and 
Interval Mode B) that can be used to take photographs at predetermined times. 

Interval Mode A: 

The first photograph is taken when interval mode starts; subsequent photo- 
graphs in the same series are taken at the specified interval. 
Interval Mode B: 

The first photograph is not taken until the specified interval has passed; subse- 
quent photographs in the same series are taken at the specified interval. 
These modes can be selected by pressing the MODE button. The device cycles 
through settings in the order, Remote Mode, Interval Mode A, and Interval Mode B, 
with a new mode selected each time the MODE button is pressed. When Remote 
Mode is selected, the mode indicator in the LCD panel shows 
Remote; when Interval Mode A is selected, Interval appears together with the 
letter A, while a setting of Interval Mode B is indicated by Interval and the letter B. 

• The remote cord shutter release features a two-step button. When pressed smoothly 
downward, it will stop midway, at the first step. The action of pressing the shutter- 
release button to this position is called a"half press." If further pressure is applied to 
the button at this point, it will continue downward to the second step. The action 
of pressing the shutter-release button to this position is called a "full press." 

Remote Mode 

In this mode, the camera's shutter and zoom lens, frame advance, and frame returr 
can be controlled from a distance. 

The following operations can be performed when the camera is in re- 
cording mode: 

• Press the down button to zoom to a wider angle. 

• Press the up button to zoom the camera in. 



• Half-press the remote shutter-release button to achieve the same effect as half- 
pressing the shutter-release button on the camera, readying the camera to take a 
photograph. Refer to the Nikon Guide to Digital Photography provided with your 
camera for more information on the operations performed when the shutter- 
release button is pressed halfway. 

• Full-press the remote shutter-release button to achieve the same effect as full- 
pressing the shutter-release button on the camera, taking a photograph. Refer to 
the Nikon Guide to Digital Photography for more information on the operations 
performed when the shutter-release button is fully pressed. 

The following operations can be performed when the camera is in play- 
back mode: 

• Press the down button to replace the photograph displayed in the camera's LCD 
monitor with the photograph recorded immediately before it. To scroll rapidly 
back through the frame numbers without changing the image displayed, hold the 
button down, releasing it when the desired frame number is reached to display 
the associated photograph. 

• Press the up button to replace the photograph displayed in the camera's LCD 
monitor with the photograph recorded immediately after it. To scroll rapidly 
forward through the frame numbers without changing the image displayed, hold 
the button down, releasing it when the desired frame number is reached to 
display the associated photograph. 

Interval Modes A and B 

In these modes, you can take photographs one after the other at a specified inter- 
val, which can be set in increments of one second to any value from two minutes 
to twenty-four hours. Interval modes A and B are only available when the camera 
is in recording mode, not when the camera is in playback mode. 

Setting the Interval 

I . When the camera is in recording mode and the remote cord is set to Interval 
Mode A or B, the interval setting is shown in the remote cord LCD display. 
Items currently selected for editing will flash. Each time the selection (SEL.) 
button is pressed, the item selected will change as shown below. 







No selection | — y 


Seconds (S)| — > 


Minutes (M) | — ► 


Hours (H) | 



Select and edit the desired item(s) (second [S], minute [M], or hour [H]) one at 
a time. While the item is flashing, press the down button to decrease its value, 
or the up button to increase its value. The value displayed will change by one 
each time either button is pressed. 
2. After adjusting settings, press the selection button until the display is no longer 
flashing. 

Starting Interval Mode Photography 

• Half-pressing the remote shutter-release button has the same effect as half-pressing 
the shutter-release button on the camera, readying the camera to take a photo- 
graph. Refer to the Nikon Guide to Digital Photography provided with your cam- 
era for more information on the operations performed when the shutter-release 
button is pressed halfway. If the interval is set to less than two minutes when the 
shutter-release button is half-pressed, the interval display will flash. Choose an 
interval of two minutes or more. 

• Full-pressing the remote shutter-release button has the same effect as full-press- 
ing the shutter-release button on the camera, starting interval mode photogra- 
phy. Refer to the Nikon Guide to Digital Photography for more information on the 
operations performed when the shutter-release button is fully pressed. 

• When the camera enters interval mode, it will either take a picture and then 
begin the count to the next photograph (Interval Mode A), or begin the count to 
the first photograph (Interval Mode B), The Interval indicator in the LCD 
display will flash while interval mode is in effect. 

Ending Interval Mode Photography 

• Half-pressing the remote cord shutter-release button while interval photography 
is in progress ends interval photography. 

• Photography will also stop if the number of exposures remaining reaches zero 
while interval photography is in progress due to lack of further memory on the 
camera memory card. In this case, the number of exposures remaining displayed 
in the LCD panel will be 000. 

After-Sales Service and Warranty 

Warranty 

• Keep the warranty in a safe place after filling out the warranty and confirming the 
relevant details at the point of purchase. 

• The duration of the warranty is one year from the date of purchase. 

After-Sales Service 

• Should you find that the remote cord does not function as expected, please re- 
read this manual. If you are still unable to determine the cause of the problem, 
request servicing from your retailer or local Nikon Service Bureau. 

• Any repairs made during the warranty period are free of charge provided the 
terms of the warranty agreement are fulfilled. For more information, refer to the 
warranty card provided with this product. 

Requests for service should be accompanied by the following information: 

• Product name 

• Nature of malfunction (please provide as much information as possible) 

• Date of purchase 



Principal Specifications: 

Interval settings supported: 2 min. - 24 hrs. 

Data transfer rate: 1 9.2 kHz 

Power source: One CR2032 lithium battery 

Weight: Approx. 58.5 g (2.09 oz.), excluding battery 

Operating temperature: 0 - 40°C (32 - 1 04°F) 

Dimensions: Approx. 38 mm (W) x 99 mm (D) x I 3 mm (H) 

(1 .5 x 3.9 x 0.5"), excluding cord 
Length of cord: Approx. 800 mm (3 1 .5") 

Notice for customers in the U.S.A. 

Federal Communications Commission (FCC) Radio Frequency 

Interference Statement 

This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to Part 1 5 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used tn accordance with the 
instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful Interference to radio or 
television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected. 

• Consult the dealer or an experienced radio/television technician for help. 

CAUTIONS 

Modifications 

The FCC requires the user to be notified that any changes or modifications 
made to this device that are not expressly approved by Nikon Corporation 
may void the user's authority to operate the equipment. 



Notice for customers in the State of California 

WARNING: Handling the cord on this product will expose you to lead, a 
chemical known to the State of California to cause birth defects or other 
reproductive harm. Wash hands after handling. 

Nikon Inc., 

I 300 Walt Whitman Road, Melville, New York 
I 1747-3064, U.S.A. 
Tel: 631-547-4200 



Notice for customers in Canada 

CAUTION 

This class B digital apparatus meets all requirements of the Canadian 
Interference Causing Equipment Regulations. 

ATTENTION 

Cet appareii numerique de la classe B respecte toutes les exigences du 



To Users of the COOLPIX990 

Thank you for your purchase of an MC-EU I remote cord, 
Please note that your COOLPIX990 may need a firmware 
update before you can use the remote cord. Please check the 
camera firmware version. 

Checking the Firmware Version (COOLPIX990) 

1 . Turn the camera off by rotating the mode dial to OFF. 

2. Keeping the MENU button on the camera held down, 
turn the mode dial to A-REC. Keep the MENU button 
pressed until the camera has finished powering up. 

3. The firmware version number will be displayed at the 
bottom of the LCD monitor as shown below. 

E9 9 0 Vx.x 

4. Turn the camera off by rotating the mode dial to OFF. 
If the firmware version displayed is "E990VI .0," you will need 
to update your camera as described in the following section. 

Updating COOLPIX990 Firmware 

1 . To update camera firmware, you will require the following: 

• A COOLPIX990 digital camera with firmware version 
"E990VI.0" 

• Access to a computer with a connection to the Internet 

• An EH-3 1 AC adapter or new, fully-charged alkaline 
batteries 

• A UC-EI USB or SC-EW3/5C-EM3 serial cable to 
connect the COOLPIX990 to the computer 

2. Connect your computer to the Internet 

3. You can now access a Nikon website at one of the 
following URLs and download a firmware updater 
program for your operating system: 

USA http://www.nikontechusa.com/ 
Europe http://www.nikon-euro.com/ 
Asia http://www.nikon-asia.com/ 

After downloading the updater; follow the instructions 
provided on the website to update the camera firm- 
ware. 



